
AUTOMATIC 
DUST CONTROL SWITCH

model:

IS-12WST

	 Highlights of the Workshop Autoswitch:
	STARTUP DELAY	 �ƒ��Controls in-rush current to help avoid circuit overload
	 AUTO MODE	 �ƒ	 Turns the vacuum on automatically with the power tool
	SHUTOFF DELAY	 �ƒ	 Allows time for the vacuum to clear the hose of debris

Focus On Your Work:
Save time
Minimize airborne dust
Reduce Cleanup

Retaining the proven reliability of our i-Socket technology, the i-Socket Workshop is the latest version 
of the i-Socket Autoswitch—an essential device in workshops and on jobsites for more than a decade.

THE NEW I-SOCKET WORKSHOP FEATURES
·· Updated Design with new Components and LED Indicators

·· Addition of a Mode Switch and two Accessory Outlets for more device flexibility and control

·· Supports a wide range of cutting tools from rotary handheld devices to large shop saws

·· Prevents circuit overload with an auto turn-on vacuum delay

·· Runs the vacuum only while you’re using your tool so you save time and electricity

·· Automatically delays vacuum turn-off by 7 seconds to continue to clear the air while the motor spins down

·· Helps to comply with OSHA requirements for dust control
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POWER TOOL OUTLET
·· Tool Outlet Connections: 2 or 3 prong plug.

·· Max. motor rating should not exceed 120V, 15A, 
60Hz, 1875W.

·· Table Saws from portable to contractor type.

·· Miter Saws both 10” and 12”.

·· Sanders—Handheld or Standing.

·· Rotary/Oscillating Handheld Cutting Tools.

·· Routers, Portable Joiners, or Planers.

ACCESSORY OUTLETS
·· Any standard shop type vacuum will run on �the  
Workshop Autoswitch.

·· Vacuum motor HP should not exceed 1875W.

·· Dust collector motor should be rated at 120V, 15A� 
and HP should not exceed 1875W.

·· Power Feeders can also be controlled.

MODE SWITCH
·· Controls the Accessory Outlets from OFF, ON, and AUTO.

·· RED Mode LED Indicator is on when in AUTO Mode.

·· Green Accessory LED Indicator is on when accessory receptacles 
have power.

ELECTRICAL SPECIFICATIONS
Outlet Required: 	Standard 120V, 15A, 60Hz Outlet
Input Connection: 3 prong (grounded) male
Power Rating: 	120V, 15A, 60Hz
Actuation Threshold: ~0.3 Amps (about 35W at 120V)

PHYSICAL SPECIFICATION
Dimensions: 4-1/4”W x 4-1/2”L x 1-1/2”D
Finish: Black textured
Case: Durable UL-rated 94V, ABS plastic

TECHNICAL TIPS
Variable Speed Motor Controls (VSMC)—VSMC may not trigger 
the ACCESSORY ports at the lowest speed setting. The i-Socket® 
Workshop Autoswitch was designed this way in order to comply  
with UL safety standards.

WARRANTY
Instant 90 day warranty from the date of purchase, and an extended 
12 month warranty with online registration at  
www.isocketproducts.com/warranty. 
DGC Products, Inc. reserves the right to repair/replace any defective 
unit out of the warranty period.

CAUTION: ONLY use cutting tools in POWER TOOL outlet.�                         
NEVER use cutting tools in the ACCESSORY outlets.

i-Socket® is a registered trademark 
of DGC Products Inc.

Patent Pending. Additional US 
and foreign patents pending
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